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Prot ocol | ndependent Multicast MB
Status of This Meno

Thi s docunent specifies an Internet standards track protocol for the
Internet conmunity, and requests discussion and suggestions for

i nprovenents. Please refer to the current edition of the "Internet
O ficial Protocol Standards" (STD 1) for the standardi zation state
and status of this protocol. Distribution of this neno is unlimted.

Abst ract

This meno defines a portion of the Managenent |nformati on Base (M B)
for use with network managenent protocols in the Internet comunity.
In particular, it describes managed objects used for nanagi ng the
Prot ocol | ndependent Miulticast (PIM protocols: PIMSM (Sparse Mde),
BIDIR-PIM (Bidirectional ), and PI M DM (Dense Mbde). This document is
part of work in progress to obsolete RFC 2934, and is to be preferred
where the two docunents overlap. This docunment does not obsol ete RFC
2934.
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1. Introduction

This meno defines a portion of the Managenent |nformati on Base (M B)
for use with network managenent protocols in the Internet comunity.
In particular, it describes managed objects used for managing the
Prot ocol | ndependent Multicast (PIM protocols (PIMSM[RFC4601],

Bl DI R-PI M [ RFC5015], and PI M DM [ RFC3973]).

This docunent is part of work in progress to obsolete RFC 2934

[ RFC2934]. RFC 2934 defined an experinental M B nodul e for managi ng
the PIM protocols. The MB nodul e defined by this docunent is a re-
wor king of the MB nodule from RFC 2934, with maj or changes that

i nclude the follow ng.

o This MB nodule is independent of |P version, whereas RFC 2934
only supported | Pv4.

o0 This M B nodul e includes support for managing BI DI R-PIM

0o This MB nodule retains linmted support for nanagi ng Pl M DM
[ RFC3973], but that is no longer its primary purpose.

o This M B nodul e does not include support for nmanagi ng Pl M SM v1.

o This M B nodul e does not depend on the | Pv4 Miulticast Routing MB
defined in RFC 2932 [ RFC2932].

o This MB nodul e includes support for configuring static Rendezvous
Poi nts (RPs).

o This M B nodul e includes support for configuring anycast RPs
[ RFC4610] .

2. Term nol ogy
The key words "MJST", "MJST NOT", "REQUI RED', "SHALL", "SHALL NOT",
"SHOULD', "SHOULD NOT", "RECOMMVENDED', "MAY", and "OPTIONAL" in this
document are to be interpreted as described in RFC 2119 [ RFC2119].
3. The Internet-Standard Managenment Framewor k
For a detailed overview of the docunents that describe the current
I nt ernet - Standard Managenent Framework, please refer to section 7 of
RFC 3410 [ RFC3410].
Managed obj ects are accessed via a virtual information store, terned

t he Managenent Information Base or MB. MB objects are generally
accessed through the Sinple Network Managenent Protocol (SNWVP).
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bjects in the MB are defined using the mechani sns defined in the
Structure of Managenent Information (SM). This meno specifies a MB
nmodul e that is conpliant to the SMv2, which is described in STD 58,
RFC 2578 [ RFC2578], STD 58, RFC 2579 [RFC2579] and STD 58, RFC 2580

[ RFC2580] .

4. Overview
This M B nodul e contains the follow ng tables.

1. The PIM Interface Table, which contains one row per |P version
for each interface of the router which is running PIM

2. The PI M Nei ghbor Tabl e, which contains one row for each of the
router’s Pl M nei ghbors.

3. The PI M Nei ghbor Secondary Address Tabl e, which contains one row
for each secondary address advertised by each of the router’s
Pl M nei ghbors.

4. The PIM (*, G State Table, which contains one row for each group
for which PIMhas (*, G state.

5. The PIM(*, G |) State Tabl e, which contains one row for each
group and interface for which PIMhas interface-specific (*,Q
state.

6. The PIM (S, G State Table, which contains one row for each
source and group for which PIMhas (S, G state.

7. The PIM (S, G |) State Table, which contains one row for each
source, group, and interface for which PIMhas interface-
specific (S, G state.

8. The PIM (S, G rpt) State Table, which contains one row for each
source and group for which PIMhas (S, G rpt) state.

9. The PIM (S, Grpt,l) State Table, which contains one row for each
source, group, and interface for which PIMhas interface-
specific (S, Grpt) state.

10. The PIMBidir DF-Election Table, which contains one row per
interface for each Rendezvous Point (RP) for which
Bi di rectional - Pl M Desi gnated Forwarder (DF) election state is
mai nt ai ned.
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11. The PIM Static RP Tabl e, which contains one row per range of
mul ti cast group addresses for which a particular configured RP
shoul d be used.

12. The PIM G oup Mapping Tabl e, which contains one row for each
mappi ng froma nulticast group address prefix to the PI M node
and RP address to use for groups within that group prefix,
regardl ess of the source of the group mapping infornmation.

13. The PIM Anycast-RP Set Tabl e, which contains one row for each RP
wi thin each Anycast-RP set of which the local router is a
nenber .

This M B npdul e uses textual conventions defined in the |F-MB

[ RFC2863], the | NET- ADDRESS-M B [ RFC4001], and the | ANA- RTPROTO-M B
[RTPROTQ . This M B nodul e REFERENCEs [ RFC3376], [ RFC3569],

[ RFC3618], [RFC3810], [RFC3956], [RFC3973], [RFC4601], [RFC4610],

[ RFC5015], [ RFC5059], and [| PMCAST-M B].

5. Definitions
PIMSTD-MB DEFINITIONS ::= BEG N

| MPORTS
MODULE- | DENTI TY, OBJECT- TYPE, mi b-2,
NOTI FI CATI ON- TYPE, Unsi gned32,
Count er 32, Counter64, Gauge32,
Ti meTi cks FROM SNWVPv2- SM -- [ RFC2578]
TEXTUAL- CONVENTI ON,
RowsSt at us, Trut hval ue,

St or ageType FROM SNWPv2- TC -- [ RFC2579]
MODULE- COVPLI ANCE, OBJECT- GROUP,

NOTI FI CATI ON- GROUP FROM SNWPv 2- CONF -- [ RFC2580]
I nt erfacel ndexOr Zer o,

I nterfacel ndex FROM | F-M B -- [ RFC2863]
| net Addr essType,

| net Addr essPrefi xLengt h,

| net Addr ess, | netVersion FROM | NET- ADDRESS-M B -- [ RFC4001]
I ANAI pRout ePr ot ocol FROM | ANA- RTPROTO-M B; -- [ RTPROTQ

pi mSt dM B MODULE- | DENTI TY
LAST- UPDATED "200711020000Z" -- 2 Novenber 2007
ORGANI ZATI ON
"I ETF Protocol Independent Multicast (PIM Wrking G oup"
CONTACT- | NFO
"Email: pim@etf.org
WG charter:
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http://ww.ietf.org/htm.charters/pimcharter.htm”
DESCRI PTI ON

"The M B nodul e for nanagenment of PIMrouters.

Copyright (C The IETF Trust (2007). This version of this
M B nodule is part of RFC 5060; see the RFC itself for full
| egal notices."

REVI SI ON "200711020000Z" -- 2 Novenber 2007

DESCRI PTION "lInitial version, published as RFC 5060."

:={ mb-2 157 }

-- Textual Conventions

Pi mvbde ::= TEXTUAL- CONVENTI ON
STATUS current
DESCRI PTI ON

"The PIM node in which a group is operating.

none( 1) The group is not using PIM which may be the
case if, for exanple, it is a link-local or
unr out abl e group address.

ssm(2) Source-Specific Miulticast (SSM with PI M Sparse
Mode.
asm 3) Any Source Miulticast (ASM wth PI M Sparse
Mbde.
bi dir(4) Bi di rectional PIM
dm(5) Pl M Dense Mbde.
ot her ( 6) Any ot her PI M node. "
SYNTAX | NTEGER {
none(1),
ssm(2),
asm 3),
bidir(4),
dn(5),
ot her (6)
}
Pi m&r oupMappi ngOri gi nType :: = TEXTUAL- CONVENTI ON
STATUS current
DESCRI PTI ON
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"The nechani sm by which a PI M group mappi ng was | ear ned.
fixed(1) Li nk-1ocal or unroutabl e group nmappi ngs.
configRp(2) Local static RP configuration.

configSsm(3) Local SSM Group configuration.

bsr (4) The PI M Bootstrap Router (BSR) mechani sm
aut oRP( 5) Ci sco’ s Aut o- RP nmechani sm

enbedded(6) The Enbedded- RP nmechani sm where the RP address
is enbedded in the nmulticast group address.

ot her (7) Any ot her mechani sm "

REFERENCE " RFC 3569, RFC 3956, and RFC 5059"
SYNTAX | NTEGER {

fixed(1),

confi gRp(2),

configSsm(3),

bsr (4),

aut oRP(5) ,

enbedded( 6),

ot her (7)

-- Top-level structure

pi nNotifications OBJECT IDENTIFIER ::= { pinStdMB 0 }
pi m OBJECT IDENTIFIER ::= { pinStdMB 1 }
pi nKeepal i vePeri od OBJECT- TYPE

SYNTAX Unsi gned32 (0..65535)

UNI TS "seconds"

MAX- ACCESS read-write

STATUS current

DESCRI PTI ON

"The duration of the Keepalive Tiner. This is the period
during which the PIMrouter will nmaintain (S, G state in the
absence of explicit (S,G local nmenbership or (S, QG join
nmessages received to maintain it. This timer period is
called the Keepalive_ Period in the PIM SM specification. It
is called the SourceLifetinme in the PIM DM specification.
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The storage type of this object is determ ned by
pi nDevi ceConfi gSt or ageType. "

REFERENCE " RFC 4601 section 4.11"

DEFVAL { 210 }

:={ pim1l4 }

pi nRegi st er Suppr essi onTi ne OBJECT- TYPE
SYNTAX Unsi gned32 (0..65535)
UNI TS "seconds"
MAX- ACCESS read-wite
STATUS current
DESCRI PTI ON

"The duration of the Register Suppression Timer. This is
the period during which a PIM Designated Router (DR) stops
sendi ng Regi ster-encapsul ated data to the Rendezvous Poi nt
(RP) after receiving a Register-Stop nessage. This object
is used to run timers both at the DR and at the RP. This
tinmer period is called the Register_Suppression Tine in the
Pl M SM speci fi cati on.

The storage type of this object is determ ned by
pi nDevi ceConfi gSt or ageType. "

REFERENCE " RFC 4601 section 4.11"

DEFVAL { 60 }

:={ pim1l5}

pi nSt ar GEnt ri es OBJECT- TYPE
SYNTAX Gauge32
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The nunber of entries in the pinttarGrable."
o= { pim16 }

pi nStard Entri es OBJECT- TYPE
SYNTAX Gauge32
MAX- ACCESS r ead- onl y
STATUS current
DESCRI PTI ON
"The nunber of entries in the pintard Table."
r={ pim1l7 }

pi nSGEntri es OBJECT- TYPE
SYNTAX Gauge32
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The nunber of entries in the pinBSGrable."”
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:={ pim18 }

pi m5G Entri es OBJECT- TYPE
SYNTAX Gauge32
MAX- ACCESS r ead-only
STATUS current
DESCRI PTI ON
"The nunber of entries in the pinSd Table."
o= { pim19 }

pi nSGRpt Ent ri es OBJECT- TYPE
SYNTAX Gauge32
MAX- ACCESS r ead- onl y
STATUS current
DESCRI PTI ON
"The nunber of entries in the pi nSCGRpt Tabl e. "
:={ pim20 }

pi nBGRpt | Entri es OBJECT- TYPE
SYNTAX Gauge32
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The nunber of entries in the pi nBGRptl| Table."
o= pim21}

pi nDut Asserts OBJECT- TYPE
SYNTAX Count er 64
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The nunber of Asserts sent by this router.

January 2008

Di scontinuities in the value of this counter can occur at
re-initialization of the managenent system for exanple,

when the device is rebooted.”
REFERENCE " RFC 4601 section 4.6"
o= pim22}

pi m nAsserts OBJECT- TYPE
SYNTAX Count er 64
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON

"The nunber of Asserts received by this router.

Asserts

are nulticast to all routers on a network. This counter is
incremented by all routers that receive an assert, not only

those routers that are contesting the assert.
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Di scontinuities in the value of this counter can occur at
re-initialization of the managenent system for exanple,
when the device is rebooted.”

REFERENCE " RFC 4601 section 4.6"

:={ pim23}

pi nLast Assert | nterface OBJECT- TYPE

SYNTAX I nterfacel ndexOr Zer o

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The interface on which this router nost recently sent or
received an assert, or zero if this router has not sent or
recei ved an assert."

REFERENCE " RFC 4601 section 4.6"

= pim24}
pi nLast Assert G oupAddr essType OBJECT- TYPE
SYNTAX | net Addr essType
MAX- ACCESS r ead-only
STATUS current
DESCRI PTI ON
"The address type of the nulticast group address in the nost
recently sent or received assert. |If this router has not
sent or received an assert, then this object is set to
unknown(0)."
o= { pim25}
pi mLast Assert G oupAddr ess OBJECT- TYPE
SYNTAX | net Address (Sl ZE (0| 4] 8] 16| 20))
MAX- ACCESS r ead- onl y
STATUS current
DESCRI PTI ON

"The mul ticast group address in the nost recently sent or
recei ved assert. The |Inet AddressType is given by the
pi nLast Assert G- oupAddr essType obj ect.”

:={ pim26 }

pi mLast Assert Sour ceAddr essType OBJECT- TYPE

SYNTAX | net Addr essType

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The address type of the source address in the nost recently
sent or received assert. |If the nost recent assert was
(*,@, or if this router has not sent or received an assert,
then this object is set to unknown(O0)."

o= pim27 }
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pi nLast Assert Sour ceAddr ess OBJECT- TYPE

SYNTAX | net Address (Sl ZE (0| 4] 8] 16| 20))

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The source address in the nost recently sent or received
assert. The | net AddressType is given by the
pi mLast Assert Sour ceAddr essType obj ect."

o= { pim28 }
pi nNei ghbor LossNot i fi cati onPeri od OBJECT- TYPE
SYNTAX Unsi gned32 (0..65535)
UNI TS "seconds"
MAX- ACCESS read-wite
STATUS current
DESCRI PTI ON

"The mninumtime that nust el apse between pi mNei ghborLoss
notifications originated by this router. The nmaxi num val ue
65535 represents an 'infinite' tine, in which case, no

pi mNei ghbor Loss notifications are ever sent.

The storage type of this object is determ ned by
pi nDevi ceConfi gSt or ageType. "

DEFVAL { O }
o= pim29 }

pi nNei ghbor LossCount OBJECT- TYPE
SYNTAX Count er 32
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON

"The nunber of neighbor |o0ss events that have occurred.

This counter is increnmented when the nei ghbor tiner expires,
and the router has no other neighbors on the sanme interface
with the sanme | P version and a |l ower | P address than itself.

This counter is increnented whenever a pi mNei ghborLoss
notification would be generated.

Discontinuities in the value of this counter can occur at
re-initialization of the managenent system for exanple,
when the device is rebooted."

REFERENCE " RFC 4601 section 4.3.2"

o= { pim30}

pi m nval i dRegi sterNotificationPeri od OBJECT- TYPE
SYNTAX Unsi gned32 (10..65535)
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UNI TS "seconds"

MAX- ACCESS read-write

STATUS current

DESCRI PTI ON
"The mninumtime that nust el apse between
pi m nval i dRegi ster notifications originated by this router
The default val ue of 65535 represents an 'infinite tinme, in
whi ch case, no pimnvalidRegister notifications are ever
sent.

The non-zero m ni mum al | oned val ue provides resilience
agai nst propagation of denial-of-service attacks fromthe
data and control planes to the network nmanagenent pl ane.

The storage type of this object is determ ned by
pi nDevi ceConfi gSt or ageType. "

DEFVAL { 65535 }

= { pim31l}

pi m nval i dRegi st er MsgsRcvd OBJECT- TYPE
SYNTAX Count er 32
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The nunber of invalid Pl M Regi ster nessages that have been
recei ved by this device

A PI M Register nmessage is invalid if either

0 the destination address of the Register nessage does not
match the Group to RP mapping on this device, or

0 this device believes the group address to be within an
SSM address range, but this Register inplies ASM usage.

These conditions can occur transiently while RP napping
changes propagate through the network. |f this counter is

i ncremented repeatedly over several ninutes, then there is a
persisting configuration error that requires correction

The active Goup to RP mapping on this device is specified
by the object pinG oupMappi ngPi nvode. |If there is no such
mappi ng, then the object pinmG oupMappi ngPi mvbde is absent.
The RP address contained in the invalid Register is

pi m nval i dRegi st er Rp.

Mul ticast data carried by invalid Register messages is
di scarded. The discarded data is froma source directly
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connected to pimnvalidRegisterOigin, and is addressed to
pi m nval i dRegi st er G oup.

Di scontinuities in the value of this counter can occur at
re-initialization of the managenent system for exanple,
when the device is rebooted.”
REFERENCE " RFC 4601 section 4.4.2, RFC 3569, and
"I P Multicast M B (August 2007) ipMast SsnRangeTabl e"
o= { pim32}

nval i dRegi st er Addr essType OBJECT- TYPE

SYNTAX | net Addr essType

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The address type stored in pimnvalidRegisterOigin,
pi m nval i dRegi st er G oup, and pi nm nval i dRegi st er Rp.

If no invalid Register nessages have been received, then
this object is set to unknown(0)."
o= { pim33}

nval i dRegi ster Ori gi n OBJECT- TYPE

SYNTAX | net Address (Sl ZE (0] 4| 8] 16| 20))

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The source address of the last invalid Register nmessage
received by this device."

o= { pim34}

nval i dRegi st er G oup OBJECT- TYPE

SYNTAX | net Address (S| ZE (0] 4] 8] 16| 20))

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The I P nmulticast group address to which the last invalid
Regi ster nmessage received by this device was addressed."

o= { pim35}

nval i dRegi st er Rp OBJECT- TYPE

SYNTAX | net Address (S| ZE (0| 4] 8] 16| 20))
MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON

"The RP address to which the last invalid Regi ster nessage
received by this device was delivered.”
:={ pim36 }
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pi m nval i dJoi nPruneNoti fi cati onPeri od OBJECT- TYPE

SYNTAX Unsi gned32 (10..65535)

UNI TS "seconds"

MAX- ACCESS read-write

STATUS current

DESCRI PTI ON
"The mininumtinme that nust el apse between
pi m nval i dJoi nPrune notifications originated by this router
The default value of 65535 represents an 'infinite time, in
whi ch case, no pimnvalidJoinPrune notifications are ever
sent.

The non-zero m ni mum al | oned val ue provides resilience
agai nst propagation of denial-of-service attacks fromthe
control plane to the network managenent plane.

The storage type of this object is determ ned by
pi nDevi ceConfi gSt or ageType. "

DEFVAL { 65535 }

o= { pim37}

pi m nval i dJoi nPruneMsgsRcvd OBJECT- TYPE
SYNTAX Count er 32
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The nunber of invalid PIM Join/Prune nessages that have
been received by this device.

A PI M Join/Prune nessage is invalid if either

o0 the Goup to RP mapping specified by this nessage does not
match the Group to RP mapping on this device, or

o this device believes the group address to be within an
SSM addr ess range, but this Join/Prune (*, QG or (S, Grpt)
i mpl i es ASM usage.

These conditions can occur transiently while RP nmapping
changes propagate through the network. |If this counter is
incremented repeatedly over several minutes, then there is a
persisting configuration error that requires correction

The active Goup to RP mapping on this device is specified
by the object pinmaoupMappi ngPi nivode. |If there is no such
mappi ng, then the object pinmG oupMappi ngPi mvbde is absent.
The RP address contained in the invalid Join/Prune is

pi m nval i dJoi nPruneRp.
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I nvalid Join/Prune nmessages are discarded. This may result
in loss of multicast data affecting |isteners downstream of
pi m nval i dJoi nPruneOrigin, for nulticast data addressed to
pi m nval i dJoi nPruneG oup.

Discontinuities in the value of this counter can occur at
re-initialization of the managenent system for exanple,
when the device is rebooted. "
REFERENCE " RFC 4601 section 4.5.2, RFC 3569, and
"IP Multicast M B (August 2007) ipMast SsmRangeTabl e"
:={ pim38 }

pi m nval i dJoi nPruneAddr essType OBJECT- TYPE
SYNTAX | net Addr essType
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The address type stored in pinnvalidJoinPruneOi gin,
pi m nval i dJoi nPruneG oup, and pi m nval i dJoi nPruneRp.

If no invalid Join/Prune nessages have been received, this
object is set to unknown(0)."

:={ pim39 }
pi m nval i dJoi nPruneOri gi n OBJECT- TYPE
SYNTAX | net Address (Sl ZE (0| 4] 8] 16| 20))
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON

"The source address of the last invalid Join/Prune nessage
received by this device."

o= { pim40 }
pi m nval i dJoi nPruneG oup OBJECT- TYPE
SYNTAX | net Address (Sl ZE (0] 4| 8] 16| 20))
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON

"The I P rmulticast group address carried in the |ast
i nvalid Join/Prune nessage received by this device."

= { pim4l}
pi m nval i dJoi nPruneRp OBJECT- TYPE
SYNTAX | net Address (Sl ZE (0| 4] 8] 16| 20))
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON

"The RP address carried in the last invalid Join/Prune

Si varanu, et al. St andards Track [ Page 14]



RFC 5060 PIMMB January 2008

message received by this device."

o= pim42}
pi nRPMappi ngNot i fi cati onPeri od OBJECT- TYPE
SYNTAX Unsi gned32 (0..65535)
UNI TS "seconds"
MAX- ACCESS read-write
STATUS current
DESCRI PTI ON

"The mininumtinme that nmust el apse between

pi nRPMappi ngChange notifications originated by this router
The default val ue of 65535 represents an 'infinite tinme, in
whi ch case, no pi MRPMappi ngChange notifications are ever
sent.

The storage type of this object is determ ned by
pi nDevi ceConfi gSt or ageType. "

DEFVAL { 65535 }

o= { pim43}

pi MRPMappi ngChangeCount OBJECT- TYPE
SYNTAX Count er 32
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The nunber of changes to active RP mappings on this device.

I nformati on about active RP mappings is available in

pi nlar oupMappi ngTable. Only changes to active mappi ngs cause
this counter to be increnented. That is, changes that

nodi fy the pi m&a oupMappi ngEntry with the hi ghest precedence
for a group (lowest val ue of pim& oupMappi ngPrecedence).

Such changes may result from manual configuration of this
device, or fromautomatic RP mappi ng di scovery nethods
i ncluding the PI M Bootstrap Router (BSR) nechani sm

Di scontinuities in the value of this counter can occur at
re-initialization of the managenent system for exanple,
when the device is rebooted."

REFERENCE " RFC 5059"

= { pim44 }
pi m nterfacekEl ecti onNotificati onPeri od OBJECT- TYPE
SYNTAX Unsi gned32 (0..65535)
UNI TS "seconds"
MAX- ACCESS read-wite
STATUS current
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DESCRI PTI ON
"The mininumtinme that nust el apse between
pi m nterfaceEl ection notifications originated by

January 2008

this

router. The default value of 65535 represents an 'infinite’

time, in which case, no pimnterfaceEl ection not
are ever sent.

The storage type of this object is determ ned by
pi nDevi ceConfi gSt or ageType. "

DEFVAL { 65535 }

:={ pim45}

pi m nt erfaceEl ecti onW nCount OBJECT- TYPE
SYNTAX Count er 32
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The nunber of tines this device has been el ecte
on any interface.

ifications

d DR or DF

El ections occur frequently on new y-active interfaces, as

triggered Hellos establish adjacencies. This co
increnmented for elections on an interface unti
periodic Hello has been sent. |If this router is
DF at the tinme of sending the first periodic He
interface activation, then this counter is incre
(once) at that tine.

D scontinuities in the value of this counter can

unter is not

the first

the DR or
lo after
nent ed

occur at

re-initialization of the managenent system for exanple,

when the device is rebooted."
REFERENCE " RFC 4601 section 4.3.2 and RFC 5015 section 3
o= { pimi46 }

pi nRef reshl nterval OBJECT- TYPE
SYNTAX Unsi gned32 (0..65535)
UNI TS "seconds"
MAX- ACCESS read-write
STATUS current
DESCRI PTI ON

.5.2"

"The interval between successive State Refresh nessages sent
by an Originator. This timer period is called the
Refreshlinterval in the PIM DM specification. This object is

used only by PI M DM
The storage type of this object is determ ned by

pi nDevi ceConfi gSt or ageType. "
REFERENCE " RFC 3973 section 4.8"

Si varamu, et al. St andards Track
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DEFVAL { 60 }

o= pim47 }
pi nDevi ceConfi gSt or ageType OBJECT- TYPE

SYNTAX St or ageType

MAX- ACCESS read-wite

STATUS current

DESCRI PTI ON
"The storage type used for the global PIMconfiguration of
this device, conprised of the objects listed below. If this

storage type takes the value 'permanent’, wite-access to
the Iisted objects need not be all owed.

The objects described by this storage type are:
pi nKeepal i vePeri od, pi nmRegi st er Suppr essi onTi ne,
pi nNei ghbor LossNot i fi cati onPeri od,
pi m nval i dRegi ster Noti fi cati onPeri od,
pi m nval i dJoi nPruneNoti fi cati onPeri od,
pi nRPMappi ngNoti fi cati onPeri od,
pi m nterfaceEl ecti onNotificati onPeriod, and
pi mRefreshl nterval . "
DEFVAL { nonVol atile }
:={ pim48 }

-- The PIMInterface Table

pi m nt erfaceTabl e OBJECT- TYPE
SYNTAX SEQUENCE OF Pim nterfaceEntry
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"The (conceptual) table listing the router’s PIMinterfaces.
PIMis enabled on all interfaces listed in this table.”

:={ pim1l}

pi mnterfaceEntry OBJECT- TYPE
SYNTAX Pim nterfaceEntry
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"An entry (conceptual row) in the pimnterfaceTable. This
entry is preserved on agent restart."
| NDEX { pimnterfacel flndex,
pi m nt erfacel PVersion }
::={ pimMnterfaceTable 1}
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nterfaceEntry ::= SEQUENCE {
pi m nterfacel fl ndex

pi m nterfacel PVersion

pi m nt er f aceAddr essType

pi m nt er f aceAddr ess

pi mM nt erfaceGenerati onl Dval ue
pi M nt er faceDR
pimnterfaceDRPriority

pi M nterfaceDRPriorityEnabl ed
pi m nt erfaceHel | ol nt erval

pi m nterfaceTrigHellolnterva
pi m nt erfaceHel | oHol dti ne

pi m nt er faceJoi nPrunel nterva
pi m nt erfacedoi nPruneHol dti ne

pi m nt er f aceDFEl ecti onRobust ness

pi m nt er f aceLanDel ayEnabl ed
pi m nt er f acePr opagati onDel ay
pi m nterfaceOverridelnterva
pi m nt er f aceEf f ect PropagDel ay
pi m nterfaceEffectCOverridel vl
pi m nt er f aceSuppr essi onEnabl ed
pi m nt er f aceBi di r Capabl e

pi m nt er f aceDonai nBor der

pi m nterfaceStubl nterface

pi m nterfacePruneLinitlnterva
pimnterfaceG aftRetrylnterva
pi M nterfaceSRPriorityEnabl ed
pi m nt er f aceSt at us

pi m nt er f aceSt or ageType

I nt erfacel ndex,
| net Ver si on,
| net Addr essType,
| net Addr ess,
Unsi gned32,
| net Addr ess,
Unsi gned32,
Tr ut hval ue,
Unsi gned32,
Unsi gned32,
Unsi gned32,
Unsi gned32,
Unsi gned32,
Unsi gned32,
Tr ut hVal ue,
Unsi gned32,
Unsi gned32,
Unsi gned32,
Unsi gned32,
Tr ut hval ue,
Tr ut hVal ue,
Tr ut hVal ue,
Tr ut hval ue,
Unsi gned32,
Unsi gned32,
Tr ut hVval ue,
RowsSt at us,
St or ageType

January 2008

A physical interface

}
pi m nterfacel fl ndex OBJECT- TYPE
SYNTAX I nterfacel ndex
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"The iflndex value of this PIMinterface."
o= { pimnterfaceEntry 1 }
pi m nt er f acel PVer si on OBJECT- TYPE
SYNTAX I net Ver si on
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"The I P version of this PIMinterface.
may be configured in nmultiple nodes concurrently, e.g., |Pv4
and | Pv6; however, the traffic is considered to be logically
separate.”
Sivaramu, et al. St andards Track
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:={ pinmnterfaceEntry 2 }

nt er f aceAddr essType OBJECT- TYPE
SYNTAX | net Addr essType
MAX- ACCESS r ead-only
STATUS current
DESCRI PTI ON
"The address type of this PIMinterface."
o= { pimnterfaceEntry 3 }

nt er f aceAddr ess OBJECT- TYPE
SYNTAX | net Address (Sl ZE (0] 4| 8] 16| 20))
MAX- ACCESS r ead- onl y
STATUS current
DESCRI PTI ON
"The primary | P address of this router on this PIM
interface. The |InetAddressType is given by the
pi m nt er f aceAddr essType object."
REFERENCE " RFC 4601 sections 4.1.6, 4.3.1-4.3.4, and 4.5.1"
o= { pimnterfaceEntry 4 }

nt er f aceGener ati onl DVal ue OBJECT- TYPE

SYNTAX Unsi gned32

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The value of the Generation IDthis router inserted in the
last PIM Hell o nessage it sent on this interface."

REFERENCE " RFC 4601 section 4.3.1"

;= { pimnterfaceEntry 5 }

nt erf aceDR OBJECT- TYPE

SYNTAX | net Address (S| ZE (0] 4] 8] 16| 20))

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The primary | P address of the Designated Router on this PIM
interface. The | net AddressType is given by the
pi m nt er f aceAddr essType object."

REFERENCE " RFC 4601 section 4.3"

:={ pimMnterfaceEntry 6 }

nterfaceDRPriority OBJECT- TYPE
SYNTAX Unsi gned32
MAX- ACCESS read-create
STATUS current
DESCRI PTI ON
"The Designated Router Priority value inserted into the DR
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Priority option in PIMHello nessages transnmitted on this
interface. Numerically higher values for this object
i ndi cate higher priorities."

REFERENCE " RFC 4601 section 4.3.2"

DEFVAL { 1}

;= { pimnterfaceEntry 7 }

pi m nterfaceDRPriorityEnabl ed OBJECT- TYPE

SYNTAX Trut hval ue

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"Evaluates to TRUE if all routers on this interface are
using the DR Priority option."

REFERENCE " RFC 4601 section 4.3.2"

::={ pimMnterfaceEntry 8 }

pi m nterfaceHel | ol nterval OBJECT- TYPE

SYNTAX Unsi gned32 (0..18000)

UNI TS "seconds"

MAX- ACCESS r ead-create

STATUS current

DESCRI PTI ON
"The frequency at which PIMHell o nessages are transnitted
on this interface. This object corresponds to the
"Hell o_Period timer value defined in the Pl M SM
specification. A value of zero represents an "infinite’
interval, and indicates that periodic PIMHell o nessages
shoul d not be sent on this interface.”

REFERENCE " RFC 4601 section 9"

DEFVAL { 30 }

o= { pimnterfaceEntry 9 }

pi m nterfaceTrigHell ol nterval OBJECT- TYPE

SYNTAX Unsi gned32 (0..60)

UNI TS "seconds"

MAX- ACCESS r ead- create

STATUS current

DESCRI PTI ON
"The maximumtime before this router sends a triggered PIM
Hel | o message on this interface. This object corresponds to
the "Trigered Hello Delay’ tiner value defined in the PIMSM
specification. A value of zero has no special neaning and
indicates that triggered PIM Hell o nessages shoul d al ways be
sent inmediately."

REFERENCE " RFC 4601 section 4.11"

DEFVAL { 5 }

;= { pinmnterfaceEntry 10 }
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pi m nt erfaceHel | oHol dti ne OBJECT- TYPE

SYNTAX Unsi gned32 (0..65535)

UNI TS "seconds"

MAX- ACCESS read-create

STATUS current

DESCRI PTI ON
"The value set in the Holdtinme field of PIM Hell o nessages
transmitted on this interface. A value of 65535 represents
an 'infinite holdtinme. |Inplenentations are recomended
to use a holdtinme that is 3.5 tines the value of
pi m nterfaceHel lolnterval, or 65535 if
pim nterfaceHel lolnterval is set to zero."

REFERENCE " RFC 4601 sections 4.3.2 and 4.9.2"

DEFVAL { 105 }

c:={ pimnterfaceEntry 11 }

pi m nt er faceJoi nPrunel nt erval OBJECT- TYPE

SYNTAX Unsi gned32 (0..18000)

UNI TS "seconds"

MAX- ACCESS r ead- create

STATUS current

DESCRI PTI ON
"The frequency at which this router sends PI M Join/Prune
messages on this PIMinterface. This object corresponds to
the 't _periodic’ tiner value defined in the PIMSM
specification. A value of zero represents an "infinite’
interval, and indicates that periodic PIMJoin/Prune
messages should not be sent on this interface.”

REFERENCE " RFC 4601 section 4.11"

DEFVAL { 60 }

c:={ pinmnterfaceEntry 12 }

pi m nt er f aceJoi nPruneHol dti me OBJECT- TYPE

SYNTAX Unsi gned32 (0..65535)

UNI TS "seconds”

MAX- ACCESS read-create

STATUS current

DESCRI PTI ON
"The value inserted into the Holdtinme field of a PIM
Joi n/ Prune nessage sent on this interface. A value of 65535
represents an 'infinite holdtime. Inplenentations are
reconmended to use a holdtine that is 3.5 tinmes the val ue of
pi m nterfacedoi nPrunel nterval, or 65535 if
pi m nterfacedoi nPrunelnterval is set to zero. PlMDM
i mpl enent ati ons are recommended to use the val ue of
pi m nterfacePruneLimtlnterval."

REFERENCE " RFC 4601 sections 4.5.3 and 4.9.5"

DEFVAL { 210 }
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:={ pinmnterfaceEntry 13 }

nt er f aceDFEl ect i onRobust ness OBJECT- TYPE

SYNTAX Unsi gned32

MAX- ACCESS read-create

STATUS current

DESCRI PTI ON
"The m ni mum nunber of PIM DF-El ection nessages that nust be
lost in order for DF election on this interface to fail."

DEFVAL { 3}

c:={ pimMnterfaceEntry 14 }

nt er f aceLanDel ayEnabl ed OBJECT- TYPE

SYNTAX Tr ut hval ue

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"Evaluates to TRUE if all routers on this interface are
usi ng the LAN Prune Del ay option."

REFERENCE " RFC 4601 sections 4.3.3 and 4.9.2"

c:={ pimnterfaceEntry 15 }

nt er f acePr opagati onDel ay OBJECT- TYPE

SYNTAX Unsi gned32 (0..32767)

UNI TS "mlliseconds"

MAX- ACCESS r ead- create

STATUS current

DESCRI PTI ON
"The expected propagation delay between PIMrouters on this
network or |ink.

This router inserts this value into the Propagati on_Del ay
field of the LAN Prune Delay option in the PIMHello
nmessages sent on this interface. |nplenentati ons SHOULD
enforce a | ower bound on the permtted values for this
object to allow for scheduling and processing delays within
the local router.”

DEFVAL { 500 }

c:={ pimnterfaceEntry 16 }

nterfaceOverridel nterval OBJECT- TYPE

SYNTAX Unsi gned32 (0..65535)

UNI TS "mlliseconds"”

MAX- ACCESS read-create

STATUS current

DESCRI PTI ON
"The value this router inserts into the Override_Interval
field of the LAN Prune Delay option in the PIMHello
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pi m

pi m

pi m

messages it sends on this interface.

Wien overriding a prune, PIMrouters pick a randomtiner
duration up to the value of this object. The nore PIM
routers that are active on a network, the nore likely it is
that the prune will be overridden after a small proportion
of this time has el apsed.

The more PIMrouters are active on this network, the Iarger
this object should be to obtain an optimal spread of prune
override | atencies.”

REFERENCE " RFC 4601 section 4.3.3"

DEFVAL { 2500 }

o= { pimnterfaceEntry 17 }

nt er f aceEf f ect PropagDel ay OBJECT- TYPE
SYNTAX Unsi gned32 (0..32767)

UNI TS "mlliseconds"

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON

"The Effective Propagation Delay on this interface. This
object is always 500 if pimnterfacelLanDel ayEnabled is
FALSE. "

REFERENCE " RFC 4601 section 4.3.3"

o= { pimnterfaceEntry 18 }

nt erfaceEf f ect Overri del vl OBJECT- TYPE
SYNTAX Unsi gned32 (0..65535)

UNI TS "mlliseconds"”

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON

"The Effective Override Interval on this interface. This
object is always 2500 if pimnterfacelLanDel ayEnabled is
FALSE. "

REFERENCE " RFC 4601 section 4.3.3"

o= { pimnterfaceEntry 19 }

nt er f aceSuppr essi onEnabl ed OBJECT- TYPE

SYNTAX Trut hval ue

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"Whet her join suppression is enabled on this interface.
This object is always TRUE if pimnterfaceLanDel ayEnabled is
FALSE. "

REFERENCE " RFC 4601 section 4.3.3"
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;= { pinmnterfaceEntry 20 }

pi m nt erfaceBi di r Capabl e OBJECT- TYPE

SYNTAX Tr ut hval ue

MAX- ACCESS r ead-only

STATUS current

DESCRI PTI ON
"BEvaluates to TRUE if all routers on this interface are
using the Bidirectional -Pl M Capabl e option."

REFERENCE " RFC 5015 section 3.2 and 3.7.4"

:={ pimMnterfaceEntry 21 }

pi m nt er f aceDormai nBor der OBJECT- TYPE

SYNTAX Tr ut hval ue

MAX- ACCESS read-create

STATUS current

DESCRI PTI ON
"Whether or not this interface is a PIMdonain border. This
i ncludes acting as a border for PIM Bootstrap Router (BSR)
messages, if the BSR mechanismis in use."

DEFVAL { false }

:={ pimMnterfaceEntry 22 }

pi m nt erfaceSt ubl nterface OBJECT- TYPE

SYNTAX Trut hval ue

MAX- ACCESS read-create

STATUS current

DESCRI PTI ON
"Whether this interface is a "stub interface’. |If this
object is set to TRUE, then no PIM packets are sent out this
interface, and any received Pl M packets are ignored.

Setting this object to TRUE is a security neasure for
interfaces towards untrusted hosts. This allows an
interface to be configured for use with 1GW (Internet G oup
Managenment Protocol) or M.D (Ml ticast Listener Discovery)
only, which protects the PIMrouter fromforged Pl M nessages
on the interface.

To comunicate with other PIMrouters using this interface,
this object nmust remain set to FALSE

Changi ng the value of this object while the interface is
operational causes PIMto be disabled and then re-enabled on
this interface."

REFERENCE " RFC 3376, RFC 3810"

DEFVAL { false }

;= { pinmnterfaceEntry 23 }
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nt erfacePrunelLim tlnterval OBJECT- TYPE

SYNTAX Unsi gned32 (0..65535)

UNI TS "seconds"

MAX- ACCESS read-create

STATUS current

DESCRI PTI ON
"The mininmuminterval that nust transpire between two
successive Prunes sent by a router. This object corresponds
tothe "t_limt’ tiner value defined in the PIM DM
specification. This object is used only by PIM DM "

REFERENCE " RFC 3973 section 4.8"

DEFVAL { 60 }

:={ pinmnterfaceEntry 24 }

nterfaceG aft Retryl nterval OBJECT- TYPE

SYNTAX Unsi gned32 (0..65535)

UNI TS "seconds”

MAX- ACCESS read-create

STATUS current

DESCRI PTI ON
"The mininuminterval that nust transpire between two
successive Grafts sent by a router. This object corresponds
to the "Gaft_Retry Period timer value defined in the
PI M DM specification. This object is used only by PIMDM "

REFERENCE " RFC 3973 section 4.8"

DEFVAL { 3}

c:={ pimnterfaceEntry 25 }

nterfaceSRPri orityEnabl ed OBJECT- TYPE

SYNTAX Trut hval ue

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"Evaluates to TRUE if all routers on this interface are
using the State Refresh option. This object is used only by
Pl M DM "

:={ pinmnterfaceEntry 26 }

nt erfaceSt at us OBJECT- TYPE

SYNTAX RowSt at us

MAX- ACCESS read-create

STATUS current

DESCRI PTI ON
"The status of this entry. Creating the entry enables PIM
on the interface; destroying the entry disables PIMon the
i nterface.

This status object can be set to active(l) wthout setting
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any other columar objects in this entry.

Al witeable objects in this entry can be nodified when the
status of this entry is active(l1)."
c:={ pimnterfaceEntry 27 }

pi m nt erfaceSt orageType OBJECT- TYPE

SYNTAX St or ageType

MAX- ACCESS read-create

STATUS current

DESCRI PTI ON
"The storage type for this row Rows having the val ue
"permanent’ need not allow wite-access to any col umar
objects in the row"

DEFVAL { nonVol atile }

:={ pimMnterfaceEntry 28 }

-- The PI M Nei ghbor Tabl e

pi nNei ghbor Tabl e OBJECT- TYPE
SYNTAX SEQUENCE OF Pi mNei ghbor Entry
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"The (conceptual) table listing the router’s PIM nei ghbors."

:={ pim2}

pi nNei ghbor Entry OBJECT- TYPE
SYNTAX Pi mNei ghbor Entry
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"An entry (conceptual row) in the pinNei ghborTable."

| NDEX { pi mNei ghborl f | ndex,

pi nNei ghbor Addr essType,

pi mNei ghbor Addr ess }
::= { pinNeighborTable 1}

Pi mNei ghbor Entry ::= SEQUENCE {
pi nNei ghbor | f | ndex I nt erfacel ndex,
pi nNei ghbor Addr essType | net Addr essType,
pi mNei ghbor Addr ess | net Addr ess,

pi mNei ghbor Gener ati onl DPresent  Trut hVal ue,
pi nNei ghbor Gener at i onl DvVal ue Unsi gned32,
pi nNei ghbor UpTi ne Ti meTi cks,
pi nNei ghbor Expi ryTi e Ti meTi cks,
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pi nNei ghbor DRPri orit yPresent Tr ut hval ue,

pi mNei ghborDRPriority Unsi gned32,
pi mNei ghbor LanPr uneDel ayPresent Trut hVal ue,
pi nNei ghbor TBi t Tr ut hval ue,
pi nNei ghbor Pr opagat i onDel ay Unsi gned32,
pi nNei ghbor Overri del nt er val Unsi gned32,
pi nNei ghbor Bi di r Capabl e Tr ut hval ue,
pi mNei ghbor SRCapabl e Trut hval ue
}
pi nNei ghbor | f I ndex OBJECT- TYPE
SYNTAX I nt erfacel ndex
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"The value of iflndex for the interface used to reach this
Pl M nei ghbor . "

;.= { pinmNeighborEntry 1 }

pi nNei ghbor Addr essType OBJECT- TYPE
SYNTAX | net Addr essType
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"The address type of this PIM nei ghbor."
::= { pinmNeighborEntry 2}

pi nNei ghbor Addr ess OBJECT- TYPE

SYNTAX | net Address (Sl ZE (4| 8| 16| 20))
MAX- ACCESS not - accessi bl e

STATUS current

DESCRI PTI ON

"The primary | P address of this PIM neighbor. The
I net AddressType is given by the pinNei ghbor Addr essType
obj ect.”

;.= { pinmNeighborEntry 3 }

pi mNei ghbor Gener ati onl DPresent OBJECT- TYPE

SYNTAX Trut hval ue

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"Evaluates to TRUE i f this neighbor is using the Generation
I D option."

REFERENCE " RFC 4601 section 4.3.1"

::={ pinmNeighborEntry 4 }

pi nNei ghbor Gener at i onl DVal ue OBJECT- TYPE
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SYNTAX Unsi gned32

MAX- ACCESS r ead-only

STATUS current

DESCRI PTI ON
"The value of the Generation ID fromthe last PIMHello
message received fromthis neighbor. This object is always
zero i f pinmNei ghbor Generationl DPresent is FALSE. "

REFERENCE " RFC 4601 section 4.3.1"

::= { pinNeighborEntry 5}

pi nNei ghbor UpTi ne OBJECT- TYPE

SYNTAX Ti meTi cks

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The time since this PIM neighbor (last) becane a nei ghbor
of the local router.”

;.= { pinNeighborEntry 6 }

pi mNei ghbor Expi ryTi ne OBJECT- TYPE

SYNTAX Ti meTi cks

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The mininumtinme renaining before this PIM neighbor will
time out. The value zero indicates that this Pl M nei ghbor
will never time out."

::={ pinmNeighborEntry 7 }

pi nNei ghbor DRPri ori tyPresent OBJECT- TYPE

SYNTAX Trut hval ue

MAX- ACCESS r ead-only

STATUS current

DESCRI PTI ON
"Evaluates to TRUE if this neighbor is using the DR Priority
option."

REFERENCE " RFC 4601 section 4.3.2"

::= { pinmNeighborEntry 8 }

pi nNei ghbor DRPri ority OBJECT- TYPE

SYNTAX Unsi gned32

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The val ue of the Designated Router Priority fromthe | ast
PIM Hell o nessage received fromthis neighbor. This object
is always zero if pinNeighborDRPriorityPresent is FALSE. "

REFERENCE " RFC 4601 section 4.3.2"
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;.= { pinNeighborEntry 9 }

pi mNei ghbor LanPr uneDel ayPr esent OBJECT- TYPE

SYNTAX Tr ut hval ue

MAX- ACCESS r ead-only

STATUS current

DESCRI PTI ON
"Evaluates to TRUE if this neighbor is using the LAN Prune
Del ay option."

REFERENCE " RFC 4601 section 4.3.3"

::={ pinmNeighborEntry 10 }

pi nNei ghbor TBi t OBJECT- TYPE

SYNTAX Trut hval ue

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"Whet her the T bit was set in the LAN Prune Del ay option
received fromthis neighbor. The T bit specifies the
ability of the neighbor to disable join suppression. This

object is always TRUE if pinNei ghborLanPruneDel ayPresent is
FALSE. "

REFERENCE " RFC 4601 section 4.3.3"
;.= { pinNeighborEntry 11 }

pi nNei ghbor Propagat i onDel ay OBJECT- TYPE
SYNTAX Unsi gned32 (0..32767)
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The val ue of the Propagation Delay field of the LAN Prune
Del ay option received fromthis neighbor. This object is

al ways zero if pinNeighborLanPruneDel ayPresent is FALSE. "
REFERENCE " RFC 4601 section 4.3.3"

::={ pinmNeighborEntry 12 }

pi nNei ghbor Overri del nt erval OBJECT- TYPE

SYNTAX Unsi gned32 (0..65535)

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The value of the Override Interval field of the LAN Prune
Del ay option received fromthis neighbor. This object is
al ways zero if pinNeighborLanPruneDel ayPresent is FALSE. "

REFERENCE " RFC 4601 section 4.3.3"

::={ pinmNeighborEntry 13 }

pi nNei ghbor Bi di r Capabl e OBJECT- TYPE
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SYNTAX Trut hval ue

MAX- ACCESS r ead-only

STATUS current

DESCRI PTI ON
"Evaluates to TRUE if this neighbor is using the
Bi di rectional - Pl M Capabl e option."

REFERENCE " RFC 5015 section 3.2 and 3.7.4"

::= { pinNeighborEntry 14 }

pi nNei ghbor SRCapabl e OBJECT- TYPE

SYNTAX Tr ut hval ue

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"Evaluates to TRUE if this neighbor is using the State
Refresh Capabl e option. This object is used only by
PIM DM '

REFERENCE " RFC 3973 section 4.3.4"

;.= { pinNeighborEntry 15 }

-- The PI M Nei ghbor Secondary Address Tabl e

pi n\br SecAddr essTabl e OBJECT- TYPE

SYNTAX SEQUENCE OF Pi m\br SecAddr essEntry

MAX- ACCESS not - accessi bl e

STATUS current

DESCRI PTI ON
"The (conceptual) table listing the secondary addresses
adverti sed by each PI M nei ghbor (on a subset of the rows of
t he pi nNei ghbor Tabl e defined above)."

REFERENCE " RFC 4601 section 4.3.4"

:={ pim3}

pi n\br SecAddr essEnt ry OBJECT- TYPE

SYNTAX Pi m\br SecAddr essEntry

MAX- ACCESS not - accessi bl e

STATUS current

DESCRI PTI ON

"An entry (conceptual row) in the pinm\brSecAddressTable."

| NDEX { pi mMN\br SecAddr essl f | ndex,
pi n\br SecAddr essType,
pi n\br SecAddr essPri mary,
pi mM\br SecAddr ess }

::={ pinN\brSecAddressTable 1 }

Pi m\br SecAddr essEntry ::= SEQUENCE {

Si varanu, et al. St andards Track [ Page 30]



RFC 5060 PIMMB January 2008

pi n\br SecAddr essl f I ndex | nt erfacel ndex,

pi n\br SecAddr essType | net Addr essType,
pi mM\br SecAddr essPri mary | net Addr ess,
pi n\br SecAddr ess | net Addr ess
}
pi n\br SecAddr essl f I ndex OBJECT- TYPE
SYNTAX I nt erfacel ndex
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"The value of iflndex for the interface used to reach this
Pl M nei ghbor . "

::= { pin\brSecAddressEntry 1 }

pi n\br SecAddr essType OBJECT- TYPE
SYNTAX | net Addr essType
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"The address type of this PIM nei ghbor."
::={ pinN\brSecAddressEntry 2 }

pi n\br SecAddr essPri mary OBJECT- TYPE

SYNTAX | net Address (S| ZE (4| 8| 16| 20))
MAX- ACCESS not - accessi bl e

STATUS current

DESCRI PTI ON

"The primary | P address of this PIMneighbor. The
| net AddressType is given by the pinl\Nbr SecAddr essType
obj ect . "

::= { pin\brSecAddressEntry 3 }

pi n\br SecAddr ess OBJECT- TYPE

SYNTAX | net Address (Sl ZE (4] 8| 16| 20))

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The secondary | P address of this PIM neighbor. The
I net AddressType is given by the pini\br SecAddr essType
obj ect.”

;.= { pinNbrSecAddressEntry 4 }

-- The PIM (*, G State Table

pi nt ar GTabl e OBJECT- TYPE
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SYNTAX
MAX- ACCESS not - accessi bl e
STATUS current

DESCRI PTI ON

PIMMB

SEQUENCE OF Pi nfstar Gentry

January 2008

"The (conceptual) table listing the non-interface specific
(*, G state that PIM has."
REFERENCE " RFC 4601 section 4.1.3"

o={ pim4}

pi nt ar GEnt ry OBJECT- TYPE

Pi nStarCGentry :

}

SYNTAX Pi n5t ar GEntry
MAX- ACCESS not - accessi bl e
STATUS current

DESCRI PTI ON

"An entry (conceptual
{ pi Gt ar GAddr essType,

I NDEX

r ow)

in the pinttarGrable."

pi nt ar GG pAddr ess }

;= { pinStarGlable 1 }

: = SEQUENCE {
pi nt ar GAddr essType

pi nt ar G& pAddr ess

pi nSt ar GUpTi ne

pi nSt ar GRPi nvbde

pi Nt ar GRPAddr essType

pi mBt ar GRPAddr ess

pi nSt ar GPi nivbdeOri gi n

pi nt ar GRPI sLocal

pi nt ar GUpst r eandoi nSt at e
pi nSt ar GUpst r eamJoi nTi mer
pi nSt ar GUpst r eanNei ghbor Type
pi nSt ar GUpst r eanNei ghbor

pi Bt ar GRPFI f | ndex

pi nt ar GRPFNext HopType

pi nt ar GRPFNext Hop

pi nSt ar GRPFRout ePr ot ocol

pi nt ar GRPFRout eAddr ess

pi mt ar GRPFRout ePr ef i xLengt h
pi St ar GRPFRout eMet ri cPr ef
pi nt ar GRPFRout eMet ri ¢

pi nt ar GAddr essType OBJECT- TYPE

Si var anu,

SYNTAX | net Addr essType
MAX- ACCESS not - accessi bl e
STATUS current

DESCRI PTI ON

| net Addr essType,

| net Addr ess,

Ti meTi cks,

Pi m\vbde,

| net Addr essType,

| net Addr ess,

Pi m&r oupMappi ngOri gi nType,
Tr ut hval ue,

| NTEGER,

Ti meTi cks,

| net Addr essType,

| net Addr ess,

I nterfacel ndexOr Zer o,

| net Addr essType,

| net Addr ess,

| ANAI pRout ePr ot ocol ,

| net Addr ess,

| net Addr essPrefi xLengt h,
Unsi gned32,

Unsi gned32

"The address type of this nulticast group."

et al.
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o= { pinStarGentry 1 }

pi nt ar GG pAddr ess OBJECT- TYPE

SYNTAX I net Address (Sl ZE (4| 8] 16| 20))
MAX- ACCESS not - accessi bl e

STATUS current

DESCRI PTI ON

"The multicast group address. The |netAddressType is given
by the pi ntt ar GAddr essType obj ect."
:={ pinStarCGentry 2 }

pi nSt ar GUpTi ne OBJECT- TYPE
SYNTAX Ti meTi cks
MAX- ACCESS r ead-only
STATUS current
DESCRI PTI ON
"The time since this entry was created by the local router.”
o= { pinStarGentry 3 }

pi nt ar GPi nivbde OBJECT- TYPE

SYNTAX Pi mvbde { asm(3), bidir(4) }

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"Whet her this entry represents an ASM (Any Source Milti cast,
used with PIMSM or BID R PIMgroup."”

o= { pinStarGentry 4 }

pi nSt ar GRPAddr essType OBJECT- TYPE

SYNTAX | net Addr essType

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The address type of the Rendezvous Point (RP), or
unknown(0) if the RP address is unknown."

;= { pinStarGentry 5 }

pi nt ar GRPAddr ess OBJECT- TYPE

SYNTAX | net Address (S| ZE (0] 4] 8] 16| 20))

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The address of the Rendezvous Point (RP) for the group.
The | net AddressType is given by the pinttar GRPAddr essType. "

o= { pinStarGentry 6 }

pi nSt ar GPi mvbdeOri gi n OBJECT- TYPE
SYNTAX Pi nGr oupMappi ngOri gi nType
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MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The mechani sm by which the PI M node and RP for the group
were | earned.”

o= { pinStarGentry 7 }

pi nt ar GRPI sLocal OBJECT- TYPE
SYNTAX Tr ut hval ue
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"Whet her the local router is the RP for the group.”
o= { pinStarGentry 8 }

pi nt ar GUpst r eandoi nSt at e OBJECT- TYPE
SYNTAX | NTEGER {
not Joi ned (1),
joined (2)

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"Whet her the local router should join the RP tree for the
group. This corresponds to the state of the upstream (*, G
state nmachine in the PIM SM specification."

REFERENCE " RFC 4601 section 4.5.6"

:={ pinStarCGentry 9 }

pi nSt ar GUpst r eamdoi nTi mer OBJECT- TYPE

SYNTAX Ti meTi cks

MAX- ACCESS r ead-only

STATUS current

DESCRI PTI ON
"The time remaining before the | ocal router next sends a
periodic (*, G Join nessage on pinttar GRPFIflndex. This
tinmer is called the (*,G UpstreamJoin Tiner in the Pl M SM
specification. This object is zero if the tiner is not
runni ng. "

REFERENCE " RFC 4601 section 4.10"

:={ pinStarCGentry 10 }

pi nSt ar GUpst r eanNei ghbor Type OBJECT- TYPE
SYNTAX | net Addr essType
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The prinmary address type of the upstream nei ghbor, or
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unknown(0) if the upstream nei ghbor address is unknown or is
not a PI M nei ghbor."
o= { pinStarGentry 11 }

pi nt ar GUpst r eanNei ghbor OBJECT- TYPE

SYNTAX | net Address (Sl ZE (0] 4| 8] 16| 20))

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The primary address of the nei ghbor on pinStar GRPFI f | ndex
that the local router is sending periodic (*, G Join
nmessages to. The I net AddressType is given by the
pi nSt ar GUpst r eanNei ghbor Type object. This address is called
RPF (*, G in the PIMSM specification."

REFERENCE " RFC 4601 section 4.1.6"

c:={ pinStarCGentry 12 }

pi mBt ar GRPFI f | ndex OBJECT- TYPE

SYNTAX I nterfacel ndexOr Zer o

MAX- ACCESS r ead-only

STATUS current

DESCRI PTI ON
"The value of iflndex for the Reverse Path Forwarding
(RPF) interface towards the RP, or zero if the RPF
interface i s unknown."

o= { pinStarGentry 13 }

pi nt ar GRPFNext HopType OBJECT- TYPE

SYNTAX | net Addr essType

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The address type of the RPF next hop towards the RP, or
unknown(0) if the RPF next hop is unknown."

:={ pinStarCGentry 14 }

pi nt ar GRPFNext Hop OBJECT- TYPE

SYNTAX | net Address (Sl ZE (0| 4] 8] 16| 20))

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The address of the RPF next hop towards the RP. The
| net AddressType is given by the pinttar GRPFNext HopType
object. This address is called MIB. next_hop(RP(G)
in the PIM SM specification."”

REFERENCE " RFC 4601 section 4.5.5"

:={ pinStarCGentry 15 }
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pi nt ar GRPFRout ePr ot ocol OBJECT- TYPE

SYNTAX I ANAI pRout ePr ot ocol

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The routing nechanismvia which the route used to find the
RPF interface towards the RP was | earned."”

o= { pinStarGentry 16 }

pi nt ar GRPFRout eAddr ess OBJECT- TYPE

SYNTAX | net Address (S| ZE (0| 4] 8] 16| 20))

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The | P address that, when conbined with the correspondi ng
val ue of pinttar GRPFRout ePrefi xLength, identifies the route
used to find the RPF interface towards the RP. The

| net AddressType is given by the pinStar GRPFNext HopType
obj ect.

This address object is only significant up to
pi nt ar GRPFRout ePrefi xLength bits. The remai nder of the
address bits are zero."

o= { pinStarGentry 17 }

pi mBt ar GRPFRout ePr ef i xLengt h OBJECT- TYPE

SYNTAX I net Addr essPrefi xLength

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The prefix length that, when conbined with the
correspondi ng val ue of pinttar GRPFRout eAddress, identifies
the route used to find the RPF interface towards the RP.
The | net AddressType is given by the pinttar GRPFNext HopType
obj ect.”

.= { pinStarGentry 18 }

pi nt ar GRPFRout eMet ri cPref OBJECT- TYPE

SYNTAX Unsi gned32 (0..2147483647)

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The netric preference of the route used to find the RPF
interface towards the RP."

o= { pinStarGentry 19 }

pi nt ar GRPFRout eMet ri ¢ OBJECT- TYPE
SYNTAX Unsi gned32
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MAX- ACCESS r ead- onl y
STATUS current
DESCRI PTI ON

PIMMB

January 2008

"The routing nmetric of the route used to find the RPF
interface towards the RP."

.= { pinStarGentry 20 }

-- The PIM(*,G|) State Table

pi nt ar d Tabl e OBJECT- TYPE
SYNTAX
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON

SEQUENCE OF PinfSstard Entry

"The (conceptual) table listing the interface-specific (*,Q

state that PIM has."

REFERENCE " RFC 4601 section 4.1.3"

o= { pim5}

pi nStard Entry OBJECT- TYPE
SYNTAX PinStard Entry
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"An entry (conceptual
| NDEX
pi nt ar G& pAddr ess,
pinStard@ | fl ndex }
o= { pinStard Table 1 }

PinStard Entry ::= SEQUENCE {
pi nStard | f 1 ndex
pi nSt ar G UpTi me
pi nt ar d Local Menber shi p
pi nSt ar @ Joi nPruneSt at e
pi mt ar A PrunePendi ngTi ner
pi St ar A Joi nExpi ryTi mer
pi nSt ar G Assert St at e
pi n5t ar d Assert Ti mer
pi nSt ar d Assert W nner Addr essType
pi n5t ar @ Assert W nner Addr ess
pi mSt ar d Assert W nner Metri cPr ef
pi nSt ar d Assert W nner Metric
}

pinStard@ | fl ndex OBJECT- TYPE

Si varamu, et al.

r ow)
{ pi Gt ar GAddr essType,

St andards Track

in the pinttard Table."

I nt er f acel ndex,
Ti meTi cks,

Tr ut hVal ue,

| NTEGER,

Ti meTi cks,

Ti meTi cks,

| NTEGER,

Ti meTi cks,

| net Addr essType,
| net Addr ess,
Unsi gned32,
Unsi gned32
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SYNTAX I nt erfacel ndex

MAX- ACCESS not - accessi bl e

STATUS current

DESCRI PTI ON
"The iflndex of the interface that this entry corresponds
to."

o= { pinStardEntry 1 }

pi nSt ar @ UpTi me OBJECT- TYPE
SYNTAX Ti meTi cks
MAX- ACCESS r ead-only
STATUS current
DESCRI PTI ON
"The time since this entry was created by the local router."
:={ pinStarG@Entry 2}

pi nt ar A Local Menber shi p OBJECT- TYPE

SYNTAX Trut hval ue

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"Whet her the local router has (*,G |ocal nmenbership on this
interface (resulting froma nechani smsuch as |GW or MD).
This corresponds to | ocal _receiver_include(*,Gl) in the
Pl M SM speci fication."

REFERENCE " RFC 3376, RFC 3810, and RFC 4601 section 4.1.6"

c:={ pinStarG@Entry 3}

pi nSt ar @ Joi nPruneSt at e OBJECT- TYPE
SYNTAX | NTEGER {
nolnfo (1),
join (2),
prunePendi ng (3)

}

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The state resulting from (*, G Join/Prune nessages
received on this interface. This corresponds to the state
of the downstream per-interface (*,G state machine in the
Pl M SM speci fication."

REFERENCE " RFC 4601 section 4.5.2"

o= { pinStardEntry 4 }

pi mt ar @ PrunePendi ngTi ner OBJECT- TYPE

SYNTAX Ti meTi cks
MAX- ACCESS r ead-only
STATUS current
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DESCRI PTI ON
"The tinme renaining before the I ocal router acts on a (*,0Q
Prune nmessage received on this interface, during which the
router is waiting to see whether another downstream router
will override the Prune nmessage. This tinmer is called the
(*, G Prune-Pending Timer in the PIMSM specification. This
object is zero if the timer is not running."

REFERENCE " RFC 4601 section 4.5.1"

:={ pinStarG@Entry 5}

pi nSt ar @ Joi nExpi ryTi mer OBJECT- TYPE

SYNTAX Ti meTi cks

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The time remaining before (*,G Join state for this
interface expires. This tinmer is called the (*,§ Join
Expiry Tiner in the PIMSM specification. This object is
zero if the tiner is not running. A value of 'FFFFFFFF h
indicates an infinite expiry tine."

REFERENCE " RFC 4601 section 4.10"

:={ pinStar@Entry 6 }

pi nSt ar d Assert St at e OBJECT- TYPE
SYNTAX | NTEGER {
nol nfo (1),
i AMAssert W nner (2),
i AmAssert Loser (3)

}
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The (*, QG Assert state for this interface. This
corresponds to the state of the per-interface (*,G Assert
state machine in the PIM SM specification. |If
pi nStar GRPi nivobde is 'bidir’, this object nust be "nolnfo ."
REFERENCE " RFC 4601 section 4.6.2"
o= { pinStarG@Entry 7 }

pi n5t ar A Assert Ti mer OBJECT- TYPE

SYNTAX Ti meTi cks

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"If pinStarG AssertState is i AmAssertWnner’, this is the
time remaining before the local router next sends a (*,Q
Assert nmessage on this interface. |If pinStarG AssertState
is i AmAssertlLoser’, this is the tinme renmining before the
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(*, G Assert state expires. |If pinStard AssertState is
"nolnfo’, this is zero. This tinmer is called the (*,Q
Assert Tiner in the PIM SM specification.”

REFERENCE " RFC 4601 section 4.6.2"

:={ pinStar@Entry 8 }

pi nt ar d Assert W nner Addr essType OBJECT- TYPE

SYNTAX | net Addr essType

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"If pinBtard AssertState is 'i AmAssertLoser’, this is the
address type of the assert winner; otherwi se, this object is
unknown(0)."

c:={ pinStarG@Entry 9 }

pi n5t ar G Assert W nner Addr ess OBJECT- TYPE

SYNTAX | net Address (Sl ZE (0] 4| 8] 16| 20))

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"If pinStard AssertState is 'i AmAssertLoser’, this is the
address of the assert winner. The InetAddressType is given
by the pinttard Assert W nner Addr essType obj ect.”

o= { pinStardEntry 10 }

pi nSt ar @ Assert W nner Met ri cPref OBJECT- TYPE

SYNTAX Unsi gned32 (0..2147483647)

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"If pinStarG AssertState is 'i AmAssertLoser’, this is the
metric preference of the route to the RP advertised by the
assert w nner; otherwi se, this object is zero."

:={ pinStardEntry 11 }

pi nSt ar d Assert W nner Metri ¢ OBJECT- TYPE

SYNTAX Unsi gned32

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"If pinStard AssertState is 'i AmAssertLoser’, this is the
routing metric of the route to the RP advertised by the
assert winner; otherwi se, this object is zero."

:={ pinStar@Entry 12 }

-- The PIM (S, G State Table
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pi nS5GTabl e OBJECT- TYPE

SYNTAX SEQUENCE COF Pi nSGEntry

MAX- ACCESS not - accessi bl e

STATUS current

DESCRI PTI ON
"The (conceptual) table listing the non-interface specific
(S, G state that PIM has."

REFERENCE " RFC 4601 section 4.1.4"

:={ pim6 }
pi nSGEnt ry OBJECT- TYPE
SYNTAX Pi nSCGEnt ry
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"An entry (conceptual row) in the pinSGrlable."
| NDEX { pi nSGAddr essType,

pi MGG pAddr ess,
pi mSGSr cAddr ess '}
::={ pinSGlable 1 }

Pi nSGEntry ::= SEQUENCE {
pi NnSGAddr essType | net Addr essType,
pi MGG pAddr ess | net Addr ess,
pi mSGSr cAddr ess | net Addr ess,
pi nSGUpTi e Ti meTi cks,
pi nS5GPi mvbde Pi mvbde,
pi nSGJpst reamloi nSt at e | NTEGER,
pi nS5GUJpst r eamJoi nTi mer Ti meTi cks,
pi mSGUpst r eanNei ghbor | net Addr ess,
pi MSGRPFI f | ndex I nterfacel ndexOr Zer o,
pi nSGRPFNext HopType | net Addr essType,
pi nS5GRPFNext Hop | net Addr ess,
pi nSGRPFRout ePr ot ocol | ANAI pRout ePr ot ocol ,
pi nSGRPFRout eAddr ess | net Addr ess,
pi MSGRPFRout ePr ef i xLengt h | net Addr essPr efi xLengt h,
pi MSGRPFRout eMet ri cPr ef Unsi gned32,
pi nSGRPFRout eMet ri ¢ Unsi gned32,
pi nS5GSPTBI t Tr ut hval ue,
pi nSCKeepal i veTi mer Ti meTi cks,
pi NnBGDRRegi ster St at e | NTEGER,
pi MSGDRRegi st er St opTi mer Ti meTi cks,
pi nBGRPRegi st er PMBRAddr essType | net Addr essType,
pi n5GRPRegi st er PMBRAddr ess | net Addr ess,
pi n5GJpst r eanPr uneSt at e | NTEGER,

pi nSGUpst reanPrunelLi m t Ti mer Ti meTi cks,
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pi NBSGri gi nator St at e | NTEGER,
pi mSGSour ceActi veTi ner Ti meTi cks,
pi mBGSt at eRef r eshTi ner Ti meTi cks
}
pi NnSGAddr essType OBJECT- TYPE
SYNTAX | net Addr essType
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"The address type of the source and multicast group for this
entry."

o= { pinSGentry 1 }

pi n5G& pAddr ess OBJECT- TYPE

SYNTAX I net Address (Sl ZE (4| 8] 16| 20))
MAX- ACCESS not - accessi bl e

STATUS current

DESCRI PTI ON

"The mul ticast group address for this entry. The
| net AddressType is given by the pinSGAddressType object.”
c:={ pinSCGentry 2}

pi NnSGSr cAddr ess OBJECT- TYPE

SYNTAX | net Address (S| ZE (4| 8| 16| 20))
MAX- ACCESS not - accessi bl e

STATUS current

DESCRI PTI ON

"The source address for this entry. The |InetAddressType is
gi ven by the pi nSGAddressType object."”
o= { pinSGentry 3}

pi mMSGUpTi ne OBJECT- TYPE
SYNTAX Ti meTi cks
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
"The time since this entry was created by the local router."
o= { pinBSGEntry 4 }

pi mSGPi mvbde OBJECT- TYPE

SYNTAX Pi mvbde { ssm(2), asnm(3) }

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"\Whet her pi n5G&G pAddress is an SSM (Source Specific
Mul ticast, used with PIMSM or ASM (Any Source Milticast,
used with PIMSM group.”
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REFERENCE " RFC 4601 section 4.5.2, RFC 3569, and

"I P Multicast MB (August 2007) ipMast SsnmRangeTabl e"
o= { pinBSGEntry 5 }

pi n5GUJpst r eamJoi nSt at e OBJECT- TYPE
SYNTAX | NTEGER {
not Joi ned (1),
joined (2)

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"Whet her the local router should join the shortest-path tree
for the source and group represented by this entry. This
corresponds to the state of the upstream (S, G state machine
in the PIMSM specification."

REFERENCE " RFC 4601 section 4.5.7"

.= { pinSGentry 6 }

pi n5GUpst reamJoi nTi mer OBJECT- TYPE

SYNTAX Ti meTi cks

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The time renaining before the | ocal router next sends a
periodic (S, G Join nmessage on pi nSGRPFI fl ndex. This timer
is called the (S,G UpstreamJoin Tiner in the Pl M SM
specification. This object is zero if the tiner is not
runni ng. "

REFERENCE " RFC 4601 sections 4.10 and 4. 11"

o= { pinSGentry 7 }

pi n5GUpst r eanNei ghbor OBJECT- TYPE

SYNTAX | net Address (Sl ZE (4] 8| 16| 20))

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The primary address of the neighbor on pi nSGRPFIfI ndex that
the I ocal router is sending periodic (S, G Join nessages to.
This is zero if the RPF next hop is unknown or is not a
Pl M nei ghbor. The I net AddressType is given by the
pi nSGAddr essType object. This address is called RPF (S, QG
in the PIMSM specification."

REFERENCE " RFC 4601 section 4.1.6"

o= { pinBSGEntry 8 }

pi MSGRPFI f | ndex OBJECT- TYPE
SYNTAX I nterfacel ndexOr Zer o
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MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The value of iflndex for the RPF interface towards the
source, or zero if the RPF interface is unknown."

o= { pinSGentry 9 }

pi nSGRPFNext HopType OBJECT- TYPE

SYNTAX | net Addr essType

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The address type of the RPF next hop towards the source, or
unknown(0) if the RPF next hop is unknown."

o= { pinSGEntry 10 }

pi mMSGRPFNext Hop OBJECT- TYPE

SYNTAX | net Address (Sl ZE (0] 4| 8] 16| 20))

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The address of the RPF next hop towards the source. The
I net AddressType is given by the pi nSGRPFNext HopType. This
address is called MRIB.next_hop(S) in the PIMSM
specification."

REFERENCE " RFC 4601 section 4.5.5"

o= { pinBSGEntry 11 }

pi nS5GRPFRout ePr ot ocol OBJECT- TYPE

SYNTAX | ANAI pRout ePr ot ocol

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The routing mechani smvia which the route used to find the
RPF interface towards the source was | earned.”

o= { pinSGentry 12 }

pi nSGRPFRout eAddr ess OBJECT- TYPE

SYNTAX | net Address (S| ZE (0] 4] 8] 16| 20))

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The | P address that, when conbined with the correspondi ng
val ue of pi nMSGRPFRout ePrefi xLength, identifies the route
used to find the RPF interface towards the source. The
I net AddressType is given by the pi nSGRPFNext HopType obj ect.

This address object is only significant up to
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pi nSGRPFRout ePrefi xLength bits. The renai nder of the
address bits are zero."
o= { pinSGEntry 13 }

pi n5GRPFRout ePr ef i xLengt h OBJECT- TYPE

SYNTAX | net Addr essPrefi xLength

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The prefix length that, when conmbined with the
correspondi ng val ue of pi nSGRPFRout eAddress, identifies the
route used to find the RPF interface towards the source.
The | net AddressType is given by the pi nrSGRPFNext HopType
obj ect . "

o= { pinSGEntry 14 }

pi nSGRPFRout eMet ri cPref OBJECT- TYPE

SYNTAX Unsi gned32 (0..2147483647)

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The metric preference of the route used to find the RPF
interface towards the source.”

o= { pinSGentry 15 }

pi nSGRPFRout eMet ri ¢ OBJECT- TYPE

SYNTAX Unsi gned32

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The routing netric of the route used to find the RPF
interface towards the source.”

o= { pinSGEntry 16 }

pi M8GSPTBi t OBJECT- TYPE

SYNTAX Trut hval ue

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"Whet her the SPT bit is set; and therefore whether
forwarding is taking place on the shortest-path tree.”

o= { pinSGentry 17 }

pi m5GKeepal i veTi mer OBJECT- TYPE
SYNTAX Ti meTi cks
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON
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"The time renaining before this (S, G state expires, in
the absence of explicit (S, G |ocal nmenbership or (S, G
Join messages received to maintain it. This timer is
called the (S,G Keepalive Timer in the PIMSM
specification."

REFERENCE " RFC 4601 section 4.1.4"

o= { pinSCGentry 18 }

pi n5GDRRegi st er St at e OBJECT- TYPE

SYNTAX | NTEGER {
nolnfo (1),
join (2),
j oi nPending (3),
prune (4)
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON

"Whet her the local router should encapsulate (S, G data
packets in Register nessages and send themto the RP. This
corresponds to the state of the per-(S, G Register state
machine in the PIM SM specification. This object is always
"nol nfo’ unl ess pi nBSGPi nVbde is "asmi."

REFERENCE " RFC 4601 section 4.4.1"

o= { pinSGentry 19 }

pi n5GDRRegi st er St opTi mer OBJECT- TYPE

SYNTAX Ti meTi cks

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"If pinSGDRRegi sterState is 'prune’, this is the tine
remai ni ng before the local router sends a Null-Register
message to the RP. If pinBSCDRRegi sterState is
"joinPending’, this is the time remaining before the |ocal
router resunes encapsul ati ng data packets and sendi ng them
to the RP. Oherwise, this is zero. This tiner is called
the Register-Stop Timer in the PIM SM specification."

REFERENCE " RFC 4601 section 4.4"

c:={ pinBSCGEntry 20 }

pi nSGRPRegi st er PMBRAddr essType OBJECT- TYPE
SYNTAX | net Addr essType
MAX- ACCESS r ead-only
STATUS current
DESCRI PTI ON
"The address type of the first PIM Milticast Border Router
to send a Register nessage with the Border bit set. This
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obj ect is unknown(0) if the Iocal router is not the RP for
the group."
o= { pinBSGEntry 21 }

pi n5GRPRegi st er PMBRAddr ess OBJECT- TYPE

SYNTAX | net Address (S| ZE (0| 4] 8] 16| 20))

MAX- ACCESS r ead- onl y

STATUS current

DESCRI PTI ON
"The I P address of the first PIM Milticast Border Router to
send a Register nessage with the Border bit set. The
| net AddressType is given by the
pi NnSGRPRegi st er PMBRAddr essType obj ect. "

o= { pinBSGEntry 22}

pi n5GUJpst reanPr uneSt at e OBJECT- TYPE
SYNTAX | NTEGER {
forwarding (1),
ackpending (2),
pruned (3)

}

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"Whet her the local router has pruned itself fromthe tree.
This corresponds to the state of the upstream prune (S, QG
state machine in the PIMDM specification. This object is
used only by PIM DM "

REFERENCE " RFC 3973 section 4.4.1"

::={ pinSGentry 23 }

pi n5GUJpst reanPrunelLi m t Ti ner OBJECT- TYPE

SYNTAX Ti meTi cks

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"The time renmaining before the local router may send a (S, G
Prune message on pi nBGRPFIflndex. This timer is called the
(S, @ Prune Limit Tiner in the PI M DM specification. This
object is zero if the timer is not running. This object is
used only by PIM DM "

REFERENCE " RFC 2973 section 4.8"

o= { pinSGentry 24 }

pi n5GOri gi nat or St at e OBJECT- TYPE
SYNTAX | NTEGER {
not Origi nator (1),
originator (2)
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}

MAX- ACCESS r ead-only

STATUS current

DESCRI PTI ON
"Whet her the router is an originator for an (S, G nessage
flow This corresponds to the state of the per-(S, G
Oiginator state nachine in the PIM DM specification. This
object is used only by PIMDM "

REFERENCE " RFC 3973 section 4.5.2"

:={ pinBSCGentry 25 }

pi nSGSour ceAct i veTi mer OBJECT- TYPE

SYNTAX Ti meTi cks

MAX- ACCESS r ead-only

STATUS current

DESCRI PTI ON
"If pinBSGOriginatorState is 'originator’, this is the tine
remai ni ng before the I ocal router reverts to a notOiginator
state. Oherwise, this is zero. This timer is called the
Source Active Timer in the PIMDM specification. This
object is used only by PIMDM "

REFERENCE " RFC 3973 section 4.8"

c:={ pinSCGEntry 26 }

pi NnBSGSt at eRef r eshTi ner OBJECT- TYPE

SYNTAX Ti meTi cks

MAX- ACCESS r ead-onl y

STATUS current

DESCRI PTI ON
"If pinBGOriginatorState is 'originator’, this is the tine
remai ni ng before the I ocal router sends a State Refresh
message. Oherwise, this is zero. This timer is called the
State Refresh Timer in the PIMDM specification. This
object is used only by PIMDM "

REFERENCE " RFC 3973 section 4.8"

.= { pinSGentry 27 }

-- The PIM (S, G |) State Table

pi nSGA Tabl e OBJECT- TYPE
SYNTAX SEQUENCE OF Pi nSG Entry
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"The (conceptual) table listing the interface-specific (S, QG
state that PI M has."
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REFERENCE " RFC 4601 section 4.
o={ pim7}

pi 53 Entry OBJECT- TYPE
SYNTAX Pi n8A Entry
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON
"An entry (conceptual
{ pi n5GAddr essType,
pi n5G& pAddr ess,
pi nSGSr cAddr ess,
pinSd | fl ndex }
o= { pinSG@ Table 1}

I NDEX

PinS5A Entry ::= SEQUENCE {
pi n5A | f | ndex
pi n5A UpTi ne

pi n5d Local Menber shi p

pi mBG Joi nPruneSt at e

pi m5G Pr unePendi ngTi mer

pi 53 Joi nExpi ryTi nmer

pi n53 Assert St at e

pi n5A Assert Ti mer

pi n5A Assert W nner Addr essType
pi m5G Assert W nner Addr ess

pi m5G Assert W nner Met ri cPr ef
pi n53 Assert W nner Metric

}

pi n5A | f I ndex OBJECT- TYPE
SYNTAX I nt erfacel ndex
MAX- ACCESS not - accessi bl e
STATUS current
DESCRI PTI ON

MMB

1.4"

row) in the pintsd Table. "

I nt er f acel ndex,
Ti meTi cks,

Tr ut hVal ue,

| NTEGER,

Ti meTi cks,

Ti meTi cks,

| NTEGER,

Ti meTi cks,

| net Addr essType,
| net Addr ess,
Unsi gned32,
Unsi gned32

January 2008

"The iflndex of the interface that this entry corresponds

to."
o= { pinS@Entry 1}

pi m5G UpTi me OBJECT- TYPE
SYNTAX Ti meTi cks
MAX- ACCESS r ead-onl y
STATUS current
DESCRI PTI ON

"The time since this entry was created by the | ocal

:={ pinBA Entry 2 }

pi nS5d Local Menber shi p OBJECT- TYPE
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SYNTAX Trut hval ue

MAX- ACCESS r ead-only

STATUS current

DESCRI PTI ON
"Whet her the local router has (S, G |ocal nmenbership on this
interface (resulting froma nechani smsuch as |GW or M.D).
This corresponds to | ocal _receiver_include(S,Gl) in the
Pl M SM speci fication."

REFERENCE " RFC